Product Specification

PVC INSULATED CIRCULAR FLEXIBLE CORD / CABLE
(IMPERIAL LINIT)

CONSTRUCTION
CONDUCTOR :  Plain esnnealed copper conductor, Class S
INSULATION : PVC compound Type TI1 70°C
COLOUR OF CORES : | core - Brown, Blue or other colours
2 Cores - Brown and Blus
3 cores - Brown, Blue, Lreen ~ Yellow
4 cores - Brown, Blue, Black, Lreen ~ Yellow (or Brown;
Black, Lrey), Green ~ Yellow)
SHeEATH : PWVC compound Tyupe 6, colour Black or Lrey
MNominal ' Construction, Construction, i : Approx.

: ry Thickness Thickness Approx.
arana TAMpEsySfaan | et Wi of insulation of sheath B net weight
s0.mim - Mo.fin - Mo .S mm mm mem mim kgkm

V= _\

Iﬁ\\ | Cu . Pve ~ Pwe - 1 Care

- BS 2004
250 f 440 V

1C % 0.41 14/0,0076 14/0.193 0.64 1.02 4.2 23
1C x DL6T 23/0.0076 23/0.19a 0.64 1.08 a.4 27
1Cx 147 | £0/0.0076 40/0.193 0.84 1.08 48 34
1C % 2.05 FOADL007G TOM0.193 D.B4 1.02 52 A4
1C % 3.22 110/0.0076 110/0.183 0.64 1.08 5.7 56
1Cx4.74 162/0.0076 162/0.193 0.76 1.02 6.4 75

®®

®®  cu. Pve ./ Pve -3 Cores

b
2C x 0.4 14/0.0076 14/0.193 0.64 1.02 6.3 50
2C x 0BT 23/0.0076 23/0.193 0.84 1.02 6.8 62
2Cx1.17 | A0/0.0076 40/0.193 0.64 1.02 7.5 77
2C x 2.05 TO/0.0076 70/0.193 0.64 127 8.0 102
2C x3.22 110/0.0076 110/0.183 0.64 127 100 13
2Cx4.T4 182/0.0076 162/0.193 076 1.27 1.3 176

N

&] Cu » PvCc » PwC - 3 Cores

-_—
3C x 0.41 14/0.0076 14/0.193 0.64 1.02 6.6 58
3C x 0.67 23/0,0078 23/0.183 0.64 1.02 s | B4
aCx1.17 40/0.0076 40/0.193 0.64 1.02 7.9 a1
3C x 2.05 7040.0076 70/0.193 0.64 127 8.5 129
3C x 3.22 110/0.0078 11070183 0.64 127 10.5 168
aCx4.74 162/0.0076 162/0.183 0.76 127 12.2 231

| y | Cu s Pve s Pwve -4 Cores
4C x 0.41 14/0.0076 14/0.193 0.64 1.02 72 B4
4C x 06T 23/0.0076 23/0.193 0.64 1.02 7.7 a1
4Cx1.17 | 40/0.0076 | 40/0.193 0.64 _ 127 a2 102
4C % 2,05 TO/0.007E 70/0.193 0.64 127 10.3 156
40 x 3.22 110/0.0076 110/0.133 0.64 127 11.4 206
4C x 4.74 162400076 162/0.193 0.76 127 13.2 285

NOTE: 0.193 mm = 0.0078 in
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